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NSBE020/NSBE030 KLARGESTER SEPARATOR

P.C. CONCRETE GULLY DETAIL
A1 1:25

10min Class 1 mortar bed
to grating and frame on
Class 'B' Engineering
brickwork in Class 1 mortar
(min 2 - max 4 courses)

Grade 30/20 concrete
bed and surround 150mm thick.

Plug and trapped outlet

150mm Ø Gully connection

Cast iron lockable
gully cover.

TYPICAL TRENCH REINSTATEMENT
IN ROAD & PAVED AREAS
A1   SCALE   1:25
A3   SCALE   1:50

SURFACING INTERFACE DETAIL WITHIN MACADAM
(AS REQUIRED)

TYPICAL TRENCH REINSTATEMENT
IN GRASSED AREAS
A1   SCALE   1:25
A3   SCALE   1:50

GULLY CONNECTION TO S.W. SEWER ACROSS ROADWAY

PLAN

SECTION

SECTION PLAN

RWP & AJ DETAIL

ACCESS JUNCTION DETAIL

Outlet

SW PRE-CAST MANHOLE DETAIL.

Inlet

A1 1:25
A3 1:50

PE TWIN WALL PE TWIN WALL

Lean mix conc. blinding
to solid formation - min. 50mm

A1 1:25
A3 1:50

Lean mix conc. blinding
to solid formation - min. 50mm

HYDROBREAK PRE-CAST MANHOLE DETAIL

Outlet

M
IN

 5
00

Inlet
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UISCE EIREANN STANDARD DETAILS AND CODES OF PRACTICE:

ALL OF THE SITE DRAINAGE WORKS SHOULD BE CARRIED OUT
IN ACCORDANCE WITH UISCE EIREANN'S (UE) "WASTEWATER
INFRASTRUCTURE STANDARD DETAILS" AND "CODE OF
PRACTICE FOR WASTEWATER INFRASTRUCTURE" AS WELL AS
"WATER INFRASTRUCTURE STANDARD DETAILS" AND "CODE OF
PRACTICE FOR WATER INFRASTRUCTURE"

FOR REINFORCED IN SITU ITEMS SUCH AS MANHOLES ETC,
ALLOW  B12 REBAR@200c/c BOTH FACES. NOTE THAT PRECAST
OPTIONS ARE ALSO SPECIFIED.

PIPE MATERIALS WASTE:
1. SERVICE CONNECTIONS FROM  BUILDINGS TO BE 100mm

Ø UNPLASTICISED PVC IN ACCORDANCE WITH SECTION
3.13 OF UE CODE PRACTICE.

2. SITE SEWER TO BE UNPLASTICISED PVC IN ACCORDANCE
WITH SECTION 3.13 OF UE CODE PRACTICE.

PIPE MATERIALS SURFACE WATER:
1. SITE DRAINAGE TO BE THERMOPLASTIC STRUCTURED

WALL PIPES IN ACCORDANCE WITH SECTION 3.13 OF
THE IW CODE OF PRACTICE.
-STIFFNESS CLASS - 8kN/m2

-JETTING RESISTANCE - 2600psi
2. ALTERNATIVE USE CONCRETE PIPES SPIGOT AND

SOCKET JOINTS RUBBER RING FITTINGS TO CLASS 120
MINIMUM IN ACCORDANCE WITH SECTION 3.13 OF THE IW
CODE OF PRACTICE.

 MATERIALS WATERMAINS:
1. ALL MATERIALS INCLUDING PRODUCTES, COMPONENTS,

FITTINS OR NATURALLY OCCURING MATERIALS USED TO
COMPLY TO UE STANDARD CODE AND BEAR THE
SIGNAGE OF CE MARKINGS IN ACCORDANCE WITH EU
CONSTRUCTION PRODUCTS REGULATIONS

2. SUITABLE MATERIAL APPROVED BY UE SHALL EITHER BE
DUCTILE IRON (DI), POLYETHYLENE (PE), WITH PE80 OR
PE100 RATING (HDPE PREFERRED).

3. ALL WATERMAINS SHALL BE COLORED BLUE

TESTING:
2. SITE SEWER AND MANHOLES TO BE TESTED IN

ACCORDANCE WITH SECTION 4.10 OF IW CODE OF
PRACTICE.

3. CCTV AND MANHOLE CONDITION SURVEYS TO BE
CARRIED OUT IN ACCORDANCE WITH SECTION 1.9 OF IW
CODE OF PRACTICE IN ADVANCE OF THE DEFECTS
LIABILITY PERIOD.

NOTE: ALL MANHOLE COVER LEVELS TO BE CHECKED IN SITU
TO ENSURE THAT THEY ARE LEVEL WITH THE SURROUNDING
FINISHED SURFACES.
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